
WBZ Wash Down Retail Scales

The Adam Equipment WBZ wash down approved retail scales are ideal for 
food preparation, packaging plants, agricultural facilities, and other retail 
applications. The  WBZ scales feature an IP66 rated wash down housing with 
a large stainless steel weighing pan.  The larger backlit display shows weight, 
price per unit and  an easy to read extra large total cost display.  They operate 
with a mains AC  adaptor or rechargeable battery pack for portability; both are 
included.

Adam Equipment has been manufacturing balances and scales for nearly 40 
years, providing professionals worldwide with quality products that are always 
the right balance of speed, performance, value. 



Features

• IP66 rated for wash down 
• Large backlit LCD on both front and 

back panels
•  Displays for Weight, Unit Price and 

Total Price (or Price to Pay)
•  Price per 100g or kilogram 
•  Price displayed in multiple currency
•  Weighs in kilograms and grams
• Rechargeable battery with 90 hours 

battery life when fully charged and 
AC adaptor included

• Auto-sleep mode to save battery life
• Stainless steel pan
• Full colour coded keypad with 

numeric entry
• Level indicator with adjustable 

levelling feet

Applications
• Weighing
• Price computing

WBZ - compact waterproof retail scale with a small 
foot print to take up less room

An easy-to-read backlit LCD to show 
weight, price per unit and total price. With 
the dual backlit display on the front and 
back, the value can be seen by both the 
user and customer.  With a small footprint 
the scale is ideal for use in areas where 
counter space is at a premium.

WBZ scales can be moved to where 
they are needed thanks to the internal 
rechargeable battery pack. With 90 hours 
of operation these retail scales are also 
ideal for farmer markets / retail stores that 
do not have a regular power supply. 

IP66 for wash down environments with 
extensive sealing both inside and out to 
give the ultimate in protection for those 
wet applications. 

WBZ Highlights:
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Technical Specifications

Model WBZ 3 WBZ 6 WBZ 15

Capacity x Readability 3kg x 1g 6kg x 2g 15kg x 5g

Repeatability (S.D.) 1g 2g 5g

Linearity (+/-) 2g 4g 10g

Pan Size 210mm x 173mm

Weighing Units kg, g

Applications Weighing, price computing

Stabilization Time 2 seconds typical

Calibration Automatic External

Display Backlit LCD digital display

Power Supply AC adaptor, internal rechargeable battery (both included) 

Operating Temperature -10° to +40°C

Housing IP66 sealed ABS plastic housing with stainless steel pan

Approvals

Overall Dimensions 231mm x 265mm x 153mm

Net Weight 3.3kg

Backlit LCD 
Displays

Sealed Design Rear Display 


